7 8

28.50 max.

REV.

LOCAS.

DESCRIPTION DATE DRAWN

NEW 03.11.2001 YANG

New DWG. No. 01.02.2012 Ronny

A
SPECIFICATION
- u]
o 1. MATERIAL:
@ HOUSING-PBT POLYESTER UL94V-0
Gy STANDARD COLOR-BLACK
B o INSERT-PBT POLYESTER UL94V-0
3.20 STANDARD COLOR-BLACK
. CONTACT- PHOS-BRONZE 0.35mm
11 SELECTIVE GOLD PLATED
i 1 TAILS - 150" TIN
J 383 | L L] | 254 SHIELD-0.20mm THICKNESS STAINLESS STEEL
13.97x7=97.79 457( . PLATED Ni, SN PLATED ON GROUNDING PINS
109.22 — 254 2. CAVITY CONFIRMS TO FCC RULES &
C . .89 REGISTRATION PARGS, SUBPARTS F.
- 3. ELECTRICAL:
11.40 VOLTAGE RATING 125V AC RMS
|| 1089 1293 CURRANT RATING 1,5A
—_— — — —_— — — — — CONTACT RESISTANCE 50mQ max.
INSULATION RESISTANGE 1000MQ min. @ 500V DC
_— _ . — _ _ DIELECTRIC STRENGTH 1000V AC RMS 60 Hz, 1 Minute
D 4. OPERATING LIFE 750 CYCLES min.
a 5. TEMPERATURE RANGE
STORRAGE  -40°C TO +85°C
== CEERER === @e . @8 @8 == OPERATING  0°C TO +70°C
E
PCB LAYOUT/TOP VIEW
0635
L 13-91.60 128-¢0.90 i 13.97x6=683.82 i 127
-—-¢-¢|¢-¢-oo|oo-¢-oc|oo-¢-oooo-¢-oo|oo-¢-oo|oo-¢-c7:3Lg%)-¢-¢¢|¢¢
E - R 0000 o0o0o0O0 oooo0 00O0O oco0ooo0 8060420 & b & & @
g 1—-1:)— ¢¢I¢¢ ooloo ooloo 0000 ooloo ooloo é)glgoaL¢¢I¢¢ : E
0 n | oo ¢ 0000 0000 oo0o0o0 |oooo o000 o0 e9Pep T¢¢¢¢{§- N
Py ‘ | | | | 113,47 —% | : | - ‘ 8t g =
- GOLD ) | ﬂ fl\ | 0
PART PLATING B ! (4
NUMBER CONTACT AREA <« 45_ N | — _q';.L
1 2-93.25 l f
G MJS-16T88-S1L0-96DCS 6u" 13.97x7=97.79
MJS-16T88-S1L0-97DCS 15u"
MJS-16T88-S1L0-98DCS 30p" 109.22 |
MJS-16T88-S1L0-9HDCS 50p" 114.80
[] UNIT GENERAL TOLERANCE  |DRAWN DATE SHEET 111
° ™ mm N YANG warzom | DWENO. STACKED GANG JACK
H ?/\e - SCALE — X+ 050 ehHEeR DATE 3331501 [Rev-e |
Free X° + X+ 0.38 RONNY 01022012 ["SERIES NO. RJ 45 (2X8) <8P8C>
¢ /s Interconnect XX° + XX _+ 0.25 [APPROVE DATE i
s I &= e s oo - vromaors | MUS-XXT88-STLO-xXDXX fully shielded
kK 1 | 2 | 3 | 4 5 | 6 [ 7 | 8




1 2 3 | 4 5 6 7 8

REV. | LOCAS DESCRIPTION DATE DRAWN

A FRAME 04.03.2009 | RONNY

3125 | 28.50 max. | B PN SA03-9x/3CF -> S1L0-9x/DCF 04.03.2009 [ RONNY
| | C New DWG. No. 01022012 | RONNY

N\

il SPECIFICATION

1. MATERIAL:
HOUSING-PBT POLYESTER UL94V-0
STANDARD COLOR-BLACK
I INSERT-PBT POLYESTER UL94V-0
| | | STANDARD COLOR-BLACK

25.30

3.20 CONTACT- PHOS-BRONZE 0.35mm
! r SELECTIVE GOLD PLATED
TAILS - 150" TIN
SHIELD-0.20mm THICKNESS STAINLESS STEEL
5.85 254 f PLATED Ni, SN PLATED ON GROUNDING PINS
2. CAVITY CONFIRMS TO FCC RULES &

T

457 254 REGISTRATION PAR68, SUBPARTS F.
8.89 3. ELECTRICAL:
1140 VOLTAGE RATING 125V AC RMS
( —— — ) : CURRANT RATING 1,5A
| | 1089 1293 CONTACT RESISTANCE 50mQ max.
INSULATION RESISTANCE 1000MQ min. @ 500V DC
'=|=' '=|=‘ DIELECTRIC STRENGTH 1000V AC RMS 60 Hz, 1 Minute
, | | /fﬂ'm . 3098 . 4. OPERATING LIFE 750 CYCLES min.
v ! ! N 127 5. TEMPERATURE RANGE
| . ; | 1T oess STORRAGE  -40°C TO +85°C
4 .H._+_ +—+ -|+—+— | I r—_$_ 32-20.90 OPERATING  0°C TO +70°C
—+—+— '+—+ —+—+" '+—+ 7 373 1 7 513 1
| L & 4ledeel +3%
2.54
Lomatimn SRR o o f ¢-8$6| 4% ‘ %%I 4% _49_ ]
i+ 4+ 2, 4'6, 8 2 4'6, 8
. 2 g el —d BH%H B w}j
- n o
n | S et | SRR :$ f = ——
o 29.65 ;3 ) y o
. | @ @ & |
PART PESI’LIIEI)G -l N _| G} S : i -.
NUMBER CONTACT AREA 2-83.25 1397 | < '
'49' | 2540 |
MJS-4T88-S1L0-96/DCF 61" | 058 | 7-81.60
MJS-4T88-S1L0-97/DCF 15p" I - 1
MJS-4T88-S1L0-98/DCF 30p"
RECOMMENDED HOLE PATTERN
Z N X op"
MJS-4T88-S1L0-9H/DCF 50p TOP VIEW
® UNIT GENERAL TOLERANCE DRAWN DATE SHEET 1/1
® mm RONNY 27.03.1991 DWG. NO. | STACKED GAN G JACK
® ® ] X.° + X + 050 = 3331507
o SCALE - CHECK DATE REV.C
I Free X+ X _+ 0.38 RONNY 04.03.2009 SERIES NO. RJ 45 (2X2) <8P8C>
® /e INterconnect XX & XX_+ 0.25 |APPROVE DATE )
¢ | & = ANG. 2 057 XXX 0.10 HoG! so072000 | MJS-4T88-S1L0-9x/DCF fully shielded w short grd. latches around
1 | 2 | 3 4 5 | 6 | 7 | 8




1 2 | 3 4 5 6 7 8
REV. DESCRIPTION DATE DRAWN
A Release 30.11.2010 | Ryan Chou
B New DWG. No. 01.02.2012 Ronny
I 4522 | . 28.50 max. - C update 29.04.2014 Ronny
T—J —J % __/
il . D [ -
il I [
25.14 25.30
il I [ ]
1 8
i I m—
= T = Trhe —E ==
\‘U!WUUU‘UUUU WUUTIno UUUU‘UUU{URH : _3201
‘ I 27.94 1 ‘ —1{ 5.85
— 8.89
4.57 11.40
= 10.89 12.93 2.54
13.9773=27.94 Specifications
( H H ) 254 —| |=— Electrical
[ ~— ~— ~— _[ 1.27 /_ 48x20.90 Current rating: 1.5A
‘ A Il ! e| R 7518 1 6x31.60 Insulation resistance: 1000MQ min. @500V DC
254 Y i : L Voltage rating: 125V AC rms
1 °° :° ° oeope o0 ﬁb L Withstanding voltage: 1000V AC rms 60Hz, 1 Minute
Al - - . o o o & l aaa ] 15.46 O>—o0 o 0 0 odoo 00 o0e—1—, Contact resistance: 50mQ max.
o o o o o o oo o o o g [ | ’ ’ o 0!0 o o OlO o 109'050%:%{ 11.40
= =, I 9.15 ‘ 8.89 ! f 5 85 Mechanical Requirements
unununun unuuunun unuuuuul ‘ ’ Operating Life: 750 Cycles min.
457 2x@3.25 457 f
' G 39.37 | 1 Material
43.62 Contact: Phosphor Bronze t=0.35mm
’ Plating: Sn over Ni on solder area;
44.95 Au over Ni on contact area
GOLD .
PART PLATING Recommended PCB Hole Layout Insulator: PBT Polyester UL 94V-0 (Black)
NUMBER CONTACT AREA (PCB TOLERANCE £0.05) Shield: stainless steel t=0.20mm
MJS-6T88-S1L0-96/CCF 6y
- Storage temperature: -40°C to +85°C
Mj2'2¥22'§1 tg'gg;gg:ﬁ ;05“ Operating temperature: 0°C to +70°C
- - - H
MJS-6T88-S1L0-9H/CCF 50p" Cavity confirms to FCC Rules and Registration PAR6S,
Subparts F
* UNIT GENERAL TOLERANCE  |DRAWN DATE DWG. NO. [SHEET 1/1
Y SENERAL TOLERAT Ryan Chou 30.11.2010 STACKED GANG JACK
A SCALE - CHECK DATE 3331508 REV.C
) I Free X+ X0 + 038 Ronny 29.04.2014 [SERIES NO. RJ 45 (2X3) <8P8C>
® /¢ IN r nn XX® & XX + 0.25 [APPROVE DATE .
® Lereo ecx © =[x XXX & Hogi 29.04.2014 | MJS-6T88-S1L0-9x/CCF fully shielded w short gnd. latches around
1 | 2 | 3 4 5 | 6 | 7 | 8




7

8

59.19

13.97x3=41.91

53.34

PART
NUMBER

GOLD
PLATING

CONTACT AREA

MJS-8T88-S1L0-96/CCF

oy

MJS-8T88-S1L0-97/CCF

154"

MJS-8T88-S1L0-98/CCF

300"

MJS-8T88-S1L0-9H/CCF

500"

28.50 mox.

25.30

—]

10.89

4.57

8.89

11.40

12,93

15.46

REV. | LOCAS.

DESCRIPTION

DATE

DRAWN

FRAME

04.03.2009

RONNY

PN SA03-9x/7CA -> $1L0-9x/CCF

31.07.2009

RONNY

correct DIM hole Layout

05.12.2011

RONNY

O|O|wm|>

New DWG. No.

01.02.2012

RONNY

SPECIFICATION

1. MATERIAL:
HOUSING-PBT POLYESTER UL94V-0
STANDARD COLOR-BLACK
CONTACT- PHOS-BRONZE 0.35mm
SELECTIVE GOLD PLATED
TAILS - 150p" TIN
SHIELD-0.20mm THICKNESS STAINLESS STEEL
PLATED Ni, SN PLATED ON GROUNDING PINS
2. CAVITY CONFIRMS TO FCC RULES &
REGISTRATION PARG68, SUBPARTS F.
3. ELECTRICAL:
VOLTAGE RATING 125V AC RMS
CURRANT RATING 1,5A
CONTACT RESISTANCE 50mQ max.
INSULATION RESISTANCE 1000MQ min. @ 500V DC
DIELECTRIC STRENGTH 1000V AC RMS 60 Hz, 1 Minute
4. OPERATING LIFE 750 CYCLES min.

5. TEMPERATURE RANGE
STORRAGE
OPERATING

-40°C TO +85°C
0°C TO +70°C

58.92 )

127

64x90.90

13,.97%3=41.91

53.34

6x91.60

58.92

Recommened Hole Layout
Top View

HIRY = -

¢ /e INnterconnect
[ ]

UNIT

mm

GENERAL TOLERANCE

DRAWN

SCALE

Free

X.° X. 0.50

Steven

DATE

06.03.2003

SHEET 1/1

DWG. NO.

X° X 0.38

CHECK

Ronny

& =

+ |+ |+

XX° XX+ 0.25

DATE

01.02.2012

3331509
SERIES NO.

REV.D

APPROVE

W+ | [

ANG. XXX+ 0.10

o
3}
4

Hogi

DATE

01.02.2012

MJS-8T88-S1L0-9x/CCF

Multi Port "over top"” RJ 45 PCB Jack
2 x4 <8P8C>
side entry-long profile Type without LED
fully shielded w short grd. latches around

1 | 2

3 |

5

| 6 |

7 | 8




1 2 3 4 5 6 7 | 8
REV. DESCRIPTION DATE DRAWN
A New 02.12.2010 Ryan
B New DWG. No. 01.02.2012 Ronny
[ general update; 3.20->3.00mm 06.12.2016 Cherry
A ~—— 17.2510.25 —] - 28.6010.25 ———————=
NS—=
i [ 8.89
B 12.30 25.70:025 16x020.90 122;‘
6x21.60 :
7 5 13| 1
[ 1 8 :l I El 8 oeolzx 2 2.54 J
] - - v 4.08
L= — | * 1—p 0,00 O d') ‘ !
||H H” JU” u H 3.10£0.50 U J 3.500.50 15.49 11:43 H AN T5 -
ol : 9.14
c N t 1.30 . l l l | |
\ 3.00+0.25 .
— N 4.57+0.25 2x@3.20 |
\ 5.84+0.20 —~=—]
N\ —| 9.141020 |~ 203
D [=—11.43 — N | 11430025 |— 2.79 — 11.43
AN
——1 10.80:0.25 |=— 15.49:0.20 ——| .
I AN Recommended PCB Layout Top View
| - Tolerance 0.05
D N — ( )
LY 4 y
- - = o =] ‘ | \L/fl\ 7 A\
‘ e m == 2.54+0.20 + | \
4.08:0.25 1.72
N t . f254‘020 \ | / He
A0 ] Materials
o - - - |
' 1 t \ J Contact: Phosphor Bronze
F 1.27+0.20 ——| |—— | Plating: Au on solder area,
e N Au on contact area;
| 100 entire contact Ni underplated
SoD ' c Shield: Brass; Ni Plated
] PART NUMBER PLATING [~— 23.10 — . . Housing: PBT (black) UL 94V-0
CONTACT AREA Specifications Insert: PBT (black) UL 94V-0
MJS-2T88-S3L0-56/CCH 6" =—3.35 — Electrical
G MJS-2T88-S3L0-57/CCH 15p" Current rating: 1.5A Operating temperature: -40°C to +85°C
MJS-2T88-S3L0-58/CCH 300" Insulation resistance: 500MQ min.
MJS-2T88-S3L0-5H/CCH 504" Contact resistance: 30mQ max. Cavity comply with FCC Rules and
|| Withstanding voltage: 1000V AC / Minute Regulations Part 68, Subpart F
E-tec 2016 © - all rights reserved
® UNIT DRAWN DATE . NO. :
. ° mm )((;'EN:ERAL To')‘(ERfNCE Ryan 02122010 | o O [SHEET 11 Side Entry PCB Jack
H t/le - ec SCALE — — CHECK DATE 3331511 REV.C RJ45 (2x1) <8P8C>
Free X+ X * Ronny 16.12.2016 |SERIES NO. Long Profile Type
[ XX XX + 013 [APPROVE DATE . .
§)e Interconnect g X o 16122016 | MJS-2T88-S3L0-5x/CCH fully shielded with gnd. Latches
1 | 2 | 3 4 5 | 6 | 7 | 8




1 2 3 4 5 6 7 8

REV. | LOCAS. DESCRIPTION DATE DRAWN
A NEW 01.12.2011 Ronny
B New DWG. No. 01.02.2012 Ronny
59.30
yaN
(T 0 Specifications
) Electrical Characteristics:
25.30:0.25 Current rating: 1.5A
Insulation resistance: 500MQ min.

Withstanding voltage: 1000V AC / 1 Minute
Contact resistance: 50mQ max.
Operating temperature: -40°C to +85°C

O L 21 3.40:025

T

‘ 1-27—>| |—— ‘ Materials
' 9329 ' Contact: Phosphor Bronze t=0.35
. 57.80 . —] .
Plating: Sn on solder area; Au on contact area
' 59.05 Insulator: PBT UL 94V-0
Shield: Brass; Ni plated
q D
J | 59.05
6.35 J i —13.97 8.89 |=—
Eeee| Feee| Eeee| Eeee 6x21.60 127 — |=— 64x@0.90
1 ”1n-m “1@@@@ 1@@@@“ EEEE 2'154 - 0coo0o doo0d | @/:oo‘ 0705030——2*54
" | Aipond BRBABAE| | ABABABAE| |pBABAAAET MR I YA Iy s
UG g (N2 e s coso cooel sood®irya O T
1 9.15 O 00O O 00O |OOOO t°s°e°4cz k[)_._ t 11.43
|~—13.97 —| 889 |=— | 127 | 57.75 | 585 6.35 ‘
! 1 f 4.57
10.65 2x@3.20 | '
i N I B IR
PART GoLD /
NUMBER CONTACT AREA POBEDCE | 5334 |
MJS-8T88-S0L0-96/CCF 6u" | 59.05 |
MJS-8T88-S0L0-97/CCF 15u"
MJS-8T88-S0L0-98/CCF 304" Recommended Hole Layout
MJS-8T88-S0L0-9H/CCF 50u"
° UNIT )((;EN:ERAL TOI;(ER:\NCE DRAWN Ronny DATE o1 122011 DWG. NO. wMulti Port "over top” RJ 45 PCB Jack
| ." E-tec SCALE _ ~ 1 X 1025 |CHECK DATE 3331512 REV.B 2 x4 <8P8C>
ree o = X 1045 APPROVERO””V - 01.02.2012 |SERIES NO. side entry-long profile Type without LED
é ¢ | ® | nte rconn ect = -@- XXX £ XXX £ 0.075 Hogi 01.02.2012 | MJS-8T88-SOL0-9x/CCF fU"y shielded w short gl'd latches around
1 | 2 | 3 4 5 | 6 | 7 | 8




8

16.51

J
J

[
=

ﬂH;A

28.15

25.40

DESCRIPTION

[ DATE [ DRAWN

[ 17.04.2014 [ RvAN

Specifications
Current rating: 1.5A

Insulation resistance: 500MQ min.

Withstanding voltage: 1000V rms 60Hz / Minute

Contact resistance: 50mQ max.

Operating temperature: -40°C to +105°C

Materials

Contact: Phosphor Bronze (t=0.35mm)
Plating: Au flash in solder area, Au in contact area

Insulator: TOP Housing P.B.T. UL 94V-0 (Black )

‘ : f TOP Insert P.B.T. UL 94V-0 (Black )
274 IE_ ’I _1— 1_ 711 |— —I L—1 30 Bottom Housing Nylon 46 UL 94V-0 (Black )
12.70 —1 5.46 Bottom Insert Nylon 46 UL 94V-0 (Black )
~—— 15.49
Cavity confirms to FCC Rules and Registration PARGS,
Subparts F
_ ‘ | @»
| ROHS
——] 889 |~ compliant
S o
* ,T,#o 4x91.60
et 2054 °° _
C] 1 | °ere 16x$0.90
HiR 254 °| oo
—_ |=—1.27 14.48 WO o0 O O_{ 15.49
8-‘25 ! 7.11 |
PART GOLD | \1 |
G - .

NUMBER CONTACT AREA 12.70 2x93.20 i
MJS-2T88-S3L0-56/BCA 6" 16.26 O | O
MJS-2T88-S3L0-57/BCA 15p"

R ded PCB Hole L t

MJS-2T88-S3L0-58/BCA 30" e Top View) |

MJS-2T88-S3L0-5H/BCA 50p"

@
" 5 UNIT mm GEI\:ERAL TOLERANCE DRAWN . DATE o sons DWG. NO. |SHEET 17 Over tOp Dual Port PCB Jack
%/ \e - c SCALE f( f i f g'gg CHECK DATE 3331514 REV.A RJ45 (1x2) <8P/8C>
' Free o = ROMY 102%™ | SERIES NO. side entry, long profile Type without LED

® XX + XX + 0.25 [APPROVE DATE Y .
e Interconnect &= [ _eeon E voens | MJS-2T88-S3LO-5x/BCA fully shielded, with Gnd. Latches around
1 | 2 | 3 4 5 6 | 7 8




1 2 3 4 5 6 7 8
REV. DESCRIPTION DATE DRAWN
A New 19.02.2014 RONNY
B Correct number: 3331514 -> 3331515 28.04.2014 RONNY
31.25:0.25
A 28.60
|<—11.91 _—J—‘
| | T Specificati
pecitications
"‘Eﬂ" II] E Current rating: 1.5A
B Insulation resistance: 500MQ min.
”fs 25.30 Withstanding voltage: 1000V rms 60Hz / Minute
Contact resistance: 50mQ max.
|| _"Eﬂ_' II] E bon o Operating temperature: -40°C to +105°C
- | PR !
! =3 i —{@3.101— W Materials
| IH 3.50:0.50 [r 3.50:0.
c HIH””””””” LUJ ”””””@\H}H/’ 0.75 — — 2000 Contact: Phosphor Bronze (t=0.35mm)
T -7 I~ 1 1.30 f Plating: Au in contact area; Au in solder area
|—25.4o:o.zs—| 7 | \ oo 3.20 Insulator: P.B.T. UL 94V-0 (Black )
— bl \
'\ p '72 N T ,‘ 1080 Cavity confirms to FCC Rules and Registration PARGS,
0.62 — i ; 405 Subparts F
) Ny ulin g
S
—| 335 |- 1270
] Lf— |~ 10.16 ——{=——13.97 RoHS
203 =] |~ 254 compliant
D 279 —{| |=— 1.27
E o)
—( 0000 o o0
lo o o o lo o o o o o0 o oo o 2.54
H o o o of o o o of 17.67 4.03 |
O OO o 00 O0———
go o o o go o o o 15.49 ] [ : © } 2.54
© o o o] o o o of © 000 000_/ 11.43 O (7)(5)61O<)7050301O
i 9.;4 6.35 . 32x20.90 | oo l G,0,0,0, | 66,00, O
t \>\ 1 O 2 _4_6_8 2 _4_6_8
2%@3.20 4.57 O0O0O0 O00O0
0,0,0,0, | 0,0,0,0,
- PART GOLD ’C[) f O
PLATING 279 ~
NUMBER CONTACT AREA 25.40 | 7x@1.60 O O
MJS-4T88-S3L0-56/DCF 6p"
G _ - - 150"
Mjg j¥gg ggtg ggggi 305, Recommended PCB Hole Layout O O
- - - Top View
MJS-4T88-S3L0-5H/DCF 50" (Top )
° UNIT DRAWN DATE .
P ) mm GE[\:ERAL TOLERANCE RONNY 19.02.2014 DWG. NO. |SHEET i Multi Port "over tOp" RJ 45 PCB Jack
H o/l e - ec SCALE f( = i = 8'22 CHECK DATE 3331515 REV.B 2 x 2 <8P8C>
° + +
| | Free v s 025 APPROVI!OG‘ S 2042014 | SERIES NO. side entry-long profile Type without LED
y* nterconnect &= oo orioc o E e woszoe | MJS-4T88-S3L0-5x/DCF fully shielded w short grd. latches around
l 1 | 2 | 3 4 5 | 6 | 7 | 8




1 2 | 3 4 5 6 7 8
REV.| DESCRIPTION | DATE [ DRAWN
A | New [29.04.2014 | Ronny
| 45.22 i |<— 28.50 max. —>|
%_{
8 1
a
25.14 25.30
1 8 D
{UEWUUU‘UUUU QRN UUUU‘UUU{UM ; Ill _3201
‘ I 27.94 | ‘ —| 585
I 39.37 | 2.54
8.89
4.57 11.40
=-10.89 12.93 —= 2.54
13.9773=27.94 Specifications
2.54 —— Electrical
[ ~— ~— ~— _[ 1.27 48X®0-90 Current rating: 1.5A
‘ d-o-o AN 1 6x31.60 Insulation resistance: 1000MQ min. @500V DC
2.54 . Voltage rating: 125V AC rms
1 °° :° ° oeope o0 o L c Withstanding voltage: 1000V AC rms 60Hz, 1 Minute
Al - - . o o o & R ] 15.46 O>—o0 o 0 0 odoo Contact resistance: 50mQ max.
o o o o o o oo uug[ | ’ ’ 0 00 o OOlOO 10:9’0 ‘ 1140
1 915 ‘8-89 ! 585 Mechanical Requirements
unununun unuuunun uunul ‘ ’ Operating Life: 750 Cycles min.
457 2x33.25 457
f @ | 39.37 | P 1 Material
43.62 Contact: Phosphor Bronze t=0.35mm
’ Plating: Sn over Ni on solder area;
44.95 Au over Ni on contact area
GOLD .
PART PLATING Recommended PCB Hole Layout Insulator: PBT Polyester UL 94V-0 (Black)
NUMBER CONTACT AREA (PCB TOLERANCE £0.05) Shield: stainless steel t=0.20mm
MJS-6T88-S1L0-96/CCS 6y
- Storage temperature: -40°C to +85°C
MJS-6T88-S1L0-97/CCS 15u Operating temperature: 0°C to +70°C
MJS-6T88-S1L0-98/CCS 30p"
MJS-6T88-S1L0-9H/CCS 50p" Cavity confirms to FCC Rules and Registration PAR6S,
Subparts F
UNIT GENERAL TOLERANCE  |DRAWN DATE DWG. NO. [SHEET 1/1
® o o Ronny 29.04.2014
E-tec SCALE X'o 3 X * CHECK DATE 3331516 REV. A STACKED GANG JACK
| Free | X 20 £ 0% Hogi 29.04.2014 |SERIES NO. RJ 45 (2x3) <8P8C>
¢ /e INterconnect XX # XX _+ 025 [APPROVE DATE _ _
® @ = XXX+ XXX # Hogi 29.04.2014 | MJS-6T88-S1L0-9x/CCS fully shielded without gnd latches
1 | 2 | 3 4 5 | 6 | 7 | 8




1 2 3 4 5 6 7 | 8

REV.| DESCRIPTION [ DATE [ DRAWN
A | NEW [18.09.2015 | Ryan
17.20 28.55
16.95
15.70 16x@1.00
b d 8.89
4.08
A
4
25.25 F
3
D a
: j O 15.48 1—010 2.54
11.43
| 4
= | |01 e/ [ {25 375
SR 457 2x@3.20 f 457
1.30£0.15 l— X 1 f 10.65 f
—{ 585 (= 1143 N 6x1.60
~— 11.43 — 457 == — - T -
— 9.15 Detail X PCB EDGE 16.95 |
T [=— 10.65 ——=— 11.43 —— 3305 |=~—
15.48 Recommended PCB Hole Layout

Top View
(PCB Tolerance +0.05)

PEE

Elé

‘ M E E = 5 L
HEEE® :
4.08 i f ‘
f ﬂnnnmnnu_ 2.54 =—3.27 — Material
| Contact: Copper Alloy t=0.35mm
—I L_ Plating: Sn on solder area;
1.27 . ] Au on contact area
Specifications Insulator: PBT UL 94V-0
=5 Electrical Shield: Copper Alloy
NS,\A,.EER PLATING Current rating: 1.5A Plating: Ni
CONTACT AREA Insulation resistance: 500MQ min.
MJS-2T88-S0L0-95/CCA S Withstanding voltage: 1000V AC / Minute Operating temperature: -40°C to +85°C
MJS-2T88-S0L0-96/CCA 6u" Contact resistance: 50mQ max. Storrage temperature: 0°C to +70°C
MJS-2T88-S0L0-97/CCA 150"
MJS-2T88-S0L0-9H/CCA 504" Cavity comply with FCC Rules and Mechanical Requirements

Regulations Part 68, Subpart F Operating life 750 cycles min.
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