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Specifications
- B ‘ | £2 | _f Electrical
f a ) ) ’ r Current rating: 1) Signal Line: 1.0A/contact (No. 2, 3, 4)
— Eﬁﬁ *—"‘Tﬁss 1.85 3.00£0.25 2.35 2.35 2) Power Line: 1.8A/contact (No. 1 & 5)
\\ /J l ’ > Insulation resistance: 100MQ min. @ 500V DC
I A I | I — U Contact resistance: 30mQ max. @ 100mA
£ — | | Voltage rating: 30V AC max.
A — 215 = Withstanding voltage: 100V AC for 1 Minute
8.80+0.25
Material
- Contact: PhBz t=0.20
Plating: solder area Au flash, contact area Au 30p"
T . . Shell: Stainless Steel t=0.25; Sn plated
. QL T R 00— Ij A-A Insulator: LCP (GF 30%) UL 94V-0 (Black)
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‘ ‘ N Operating temperature: -30°C to +80°C
ZI:D [: CEIIB 0.50 _‘ \\%_“\‘e~ Processing temperature: +260°C +0/-5°C for 5 sec.
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% Durability (Life Time): 10.000 Cycles min.
I_ Insertion force: 35N max.
G 0.75 Extraction force: 8N min.
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